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Cosel Co., Ltd.
1-6-43 Kamiakae-machi
Toyama-shi, Toyama, 930-0816 Japan

N/A

Cosel Co., Ltd.
1-6-43 Kamiakae-machi
Toyama-shi, Toyama, 930-0816 Japan

1) LDA30F-3
2) LDA30F-5, LDA30F-5-XFUT, LDA30F-12, LDA30F-15, LDA30F-24
(may be followed by suffix -G, -S, -SN )
Accessories: refer to the test report

Switching Power Supply

Input: AC 100-240V; 50-60Hz; 1) 0.5A; 2) 0.8A; Class I
Output: refer to the test report
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COSEL



 1. Cosel Co., Ltd.
   Tateyama Factory
    78 Dogenji, Tateyama-machi
    Nakaniikawa-gun, Toyama
    930-0241 Japan

 2. Cosel Co., Ltd.
    Toyama Factory
    1-6-43 Kamiakae-machi
    Toyama-shi, Toyama
    930-0816 Japan

 3. Kyousei Corp.
    501-1-2 Nakaookubo
    Toyama-shi, Toyama
    939-2243 Japan

 4. Daiyon Corp.
    1-18 Zoushima, Fuchu-machi,
    Toyama-shi, Toyama
    939-2726 Japan

 5. Takanami Co., Ltd.
    2000-39 Hirokami
    Imizu-shi, Toyama
    939-0256 Japan

 6. Eikoku Co., Ltd.
    45-6 Nishida Kaneoke, Kokufu-cho
    Takayama-shi, Gifu
    509-4123 Japan
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