
Temperature increase of main components: 主要部品温度上昇

Ｍｏｄｅｌ： ＡＤＡ６００Ｆ

１． Conditions

(1) Input ：AC 85 ～ 264 [Ｖ]
(2) Output ：Rated output
(3) Mounting method ：Shown as Fig.1.1

２． Result

24V 30V 36V 48V
1 ＳＳ１０１ 68 68 68 68 150
2 Ｌ１０２ 56 56 56 56 120
3 Ｌ１０３ 51 51 51 51 120
4 ＴＲ１０１ 70 70 70 70 150
5 ＳＳ１０３ 69 69 69 69 150
6 ＳＣＲ１５１ 64 64 64 64 150
7 Ｃ１３０ 36 36 36 36 105
8 ＴＲ２０２ 67 68 68 68 150
9 Ｔ２０１ 58 56 55 56 120
10 ＳＳ５０１ 60 57 57 56 150
11 ＳＳ５０２ 67 65 62 60 150
12 ＳＳ５０３ 65 64 60 61 150
13 ＳＳ５０４ 65 64 58 - 150
14 Ｌ５０７ 64 63 65 57 130
15 Ｃ５１０ 38 39 37 35 105
16
17
18
19
20

Fig.1.1 Mounting method
(position A)
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