CO$EL

DATA SHEET Date 16-Feb-18
Model BRDS150 Temp. 25 degreeC
EMI Humid. 40 %RH
Test . . . . .
Line conduction & Radiated emission Testedby [ Y.Urayama
COSEL CO.,LTD. <{LINE CONDUCTION 16 February,2018 9:42
EMC Site
Model : BRDS150 : ENG5032:2012 Class A
5 N B 1 Vo=1.2V,lo=150A
: Y. Urayama
F ppry :DC 12V
Temp. Humid 1 25°C, 40%
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Frequency |Line Lewel Limit Margin Pass/Fail |Remark
MHz Phase dB(uVv) dB(uVv) dB
QP AV QP AV QP AV
18.4053|VA 51.9 51.7 73 60 21.1 8.3[Pass
18.3971|VB 48.4 47.3 73 60 24.6 12.7|Pass
COSEL CO.,.LTD. CCRADIATED EMISSION 16 February,2018 11:05
EMC Site BRDS150.dat
drange_30-1000MHz.cnd
Model : BRDS150 Limit : ENGB032:2012 Class A
Serial No. H Comment 1 : Vo=1.2V,1o=150A
T : Y.Urayvama C nt2 :
Power Supply  : DC 12V Comment:
Temp,Humid 2 25°C,40% Cor
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Frequency L . Reading  |Limit Margin . |Height [Angle
Polarization |Stabilit Pass/Fail Remark
MHz 128t "WoldBuv)  |dBv/im) |dBUV/M) "lem |deg
QP QP QP
141.412 \% Stable 41.6 50.0 8.4 Pass 104 66
245.465 Vv Stable 49.1 57.0 7.9 Pass 157 102
246.330 H Stable 44.8 57.0 12.2 Pass 126 2
246.535 \Y Stable 46.5 57.0 10.5 Pass 148 97
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CO$EL

DATA SHEET Date 16-Feb-18
Model Circuit used for measurement Temp. 25 degreeC
Test EMI Humid. 40 %RH
Line conduction & Radiated emission Tested by Y.Urayama
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CO$EL

Conditions
Test : EMI
Model Name : BRDS150

OPhotographs of Test Set-Up

LINE CONDUCTION RADIATED EMISSION

OTesting circuitry

L1
IR +VIN +VOUT
| C1~03 Ca~C11 . |) C12] C13[ C14[C15
Do 4 — BRDS150 = = = = | Load
1/ —_— —_— —_— —_— —_— oa
Input -S
GND GND

C1~C3: 25V 470y F Electric capacitor (KZHseries NIPPON CHEMI-CON)

C4~C11: 16V 22 F Ceramic capacitor (GRM32ER71C226K MURATRA MANUFACTURING)
C12~C15 : 6.3V 100y F Ceramic capacitor (GRM32EE70J107M MURATRA MANUFACTURING)
L1:0.3u H 36A Inductor (ETQP2HOR3BFA Panasonic Electronics Devices)
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