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DATA SHEET Date 24-Aug-14
Model BRFS60 Temp. 25 degreeC
EMI Humid. 40 %RH
Test . . . .
Line conduction & Radiated emission Testedby | Y.Urayama
COSEL CO.,LTD. ‘ <<LINE CONDUCTION(OUTPUT)>> 22 July,2014 19:21
EMC Site BRFS60.dat
Model : BRFS60 Limit : EN 55022/87 (ITE) Class A
Serial No. : Comment] : Vo=1.2V, To=60A
Tested by : Y.Urayama Comment2 :
Power supply :DC 12V Comment3
Temp. Humid : 25°C 40% Comment4
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Frequency | Line Reading Factor Level Limit Margin Pass/| Remark
MHz |Phase| dB(uV) dB dB(uV) dB(uV) dB Fail
QP AV QP AV QP AV QP AV
0.60557 VB 315|316 | 201 | 51.6 | 51.7 | 73 60 214 | 8.3 |Pass
0.60627 VA 33 33.2 | 20.1 [ 53.1 | 53.3 | 73 60 19.9 | 6.7 |Pass
0.91037 VA 33 33.2 | 20.1 [ 53.1 | 53.3 | 73 60 19.9 | 6.7 |Pass
0.91027 VB 32.8 | 33.1 | 20.1 | 529 | 53.2 | 73 60 20.1 | 6.8 |Pass
COSEL CO.,LLTD. <KRADIATED EMISSION>> 24 July,2014 17:08
EMC Site BRFS60.dat
Model : BRFS60 Limit : EN 55022/87(ITE) Class A
Serial No. : Comment1 : Vo=1.2V,10=60A
Tested by : Y.Urayama Comment2 :
Power Supply : DC 12V Comment3
Temp,Humid 1 25°C,40% Comment4
[dB(x V/m)]
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Frequency [MHz]
Frequency Reading S0 Level Limit |Margin| Pass/ |Height | Angle
MHz Polarization| Stability dB(uV) Lg;s dB(mW) | dBmw) | dB Fail cm deg Remark
QP QP QP QP
30.68 \ Stable 54.4 -13.7 40.7 50 9.3 | Pass | 103 0
124.696 \ Stable 60.6 -17.2 43.4 50 6.6 | Pass | 106 18
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DATA SHEET Date 24-Aug-14
Model Circuit used for measurement Temp. 25 degreeC
EMI Humid. 40 %RH
Test ) ) . ..
Line conduction & Radiated emission Tested by Y.Urayama
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Conditions

Test
Model Name

EMI
BRFS60

OPhotographs of Test Set-Up

LINE CONDUCTION

QOTest Circuit

OTesting circuitry

RADIATED EMISSION

L1
—/TIIN—e
C1 C2~C17
DC + 1 Load
Input /114 _—
@ L 4
C1 . 25V 470 uF  Electrolytic capacitor
C2~C17: 16V 22 uF Ceramic capacitor
C18 ,C19: 6.3V 100 F Ceramic capacitor
L1 : 0.3uH ETQP2HOR3BFA (Panasonic Electronics Devices)
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