
Temperature increase of main components: 主要部品温度上昇

Ｍｏｄｅｌ： ＧＨＡ５００Ｆ (Convection)

１． Conditions

(1) Input ：AC 90 ～ 264 [Ｖ]
(2) Output ：Rated output
(3) Mounting method ：Shown as Fig.1.1

２． Result

12V 15V 24V 30V 48V 56V
1 L101 30 30 29 24 33 25 130
2 SS11 74 73 75 63 79 68 150
3 L11 61 62 59 50 62 52 130
4 C106 34 37 37 31 39 34 105
5 SS12 65 66 67 61 69 67 150
6 TR11 62 63 65 56 67 63 150
7 TR21 66 64 64 57 67 65 150
8 T11 65 63 65 48 63 67 155
9 TR54 53 52 46 49 - - 150
10 D54 - - - - 64 57 150
11 L51 54 57 49 49 62 55 150
12 C506 38 41 33 34 43 34 105
13 C508 32 35 28 25 37 33 125
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(Side view)

Fig.1.1 Mounting method
(Normal position)
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Temperature increase of main components: 主要部品温度上昇

Ｍｏｄｅｌ： ＧＨＡ５００Ｆ (Forced air)

１． Conditions

(1) Input ：AC 90 ～ 264 [Ｖ]
(2) Output ：Rated output
(3) Mounting method ：Shown as Fig.1.1

２． Result

12V 15V 24V 30V 48V 56V
1 L101 30 32 38 34 35 39 130
2 SS11 52 54 56 54 52 49 150
3 L11 30 30 31 34 34 28 130
4 C106 21 19 21 12 20 11 105
5 SS12 31 29 34 33 28 29 150
6 TR11 23 23 25 22 22 21 150
7 TR21 24 22 26 24 21 21 150
8 T11 53 46 40 27 29 31 155
9 TR54 34 26 28 26 - - 150
10 D54 - - - - 32 26 150
11 L51 44 34 42 49 37 34 150
12 C506 6 6 5 6 4 4 105
13 C508 5 5 5 2 4 3 125
14
15
16
17
18
19
20

(Side view)

Fig.1.1 Mounting method
(Normal position)
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