ZEEN

—CO$EL

Date : Jun. 23th, 2017
Temperature increase of main components: FE B LR & |5
Model: GHASOOF (Convection)
1. Conditions
(1) Input :AC 90 ~ 264 [V]
(2) Output :Rated output
(3) Mounting method :Shown as Fig.1.1
2. Result
Svmbol Increase (AT) Rated
No. Parts name yll?o . © [deg] temp. Reference
12v[15v]24v]30v]48v]56v] [C]
1 [Line Filter [LI0O1 [ 30 ] 301 29| 24| 33 ] 25| 130
2 |Rectifier(Input) SS11 |1 741 73| 751 63 ] 79| 68 | 150 |Junction Temp.
3 |Choke Coil(Pfc) 11 | 61]162]59] 50| 62]52] 130
4 |Input Capacitor Cl106 | 34|37 37131 ] 39| 34| 105
5 |Rectified Diode(Pfc) SS12 1 656166 | 67| 61 ] 69| 67 | 150 |Junction Temp.
6 |Transistor(Pfc) TR11 162 |63 | 65| 56| 67| 63 ] 150 |Junction Temp.
7 |Switching Transistor TR21 |1 66 64| 64| 57 | 67 [ 65 | 150 |Junction Temp.
8 |Transformer T11 65163 65| 48 | 63 67 155
9 |Rectified Transistor(Output) TR54 | b3 | 52 | 46 | 49 - - 150 [Junction Temp.
10 |Rectified Diode(Output) D54 - - - - | 64 | 57 | 150 |Junction Temp.
11 [Output Choke 151 | 54157149 49| 62| 55| 150
12 |Output Capacitor Ch06 | 38141 33| 34| 43| 34 | 105
13 |Output Capacitor Ch08 | 321351 281 25| 37| 33| 125
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(Side view)
Fig.1.1 Mounting method
(Normal position)
Verl.l




ZEEN
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Date : Jun. 23th, 2017
Temperature increase of main components: FE B LR & |5
Model: GHASBOOF (Forced air)
1. Conditions
(1) Input :AC 90 ~ 264 [V]
(2) Output :Rated output
(3) Mounting method :Shown as Fig.1.1
2. Result
Svmbol Increase (AT) Rated
No. Parts name yll?o . © [deg] temp. Reference
12v[15v]24v]30v]48v]56v] [C]
1 [Line Filter [L1I01 [ 30 ] 321 38| 34| 35| 39| 130
2 |Rectifier(Input) SS11 | 52| 54| 56 | 54 | 52 | 49 | 150 |Junction Temp.
3 |Choke Coil(Pfc) 11 | 30130 3134|341 28] 130
4 |Input Capacitor Cl106 | 21| 19| 21 12120 | 11 105
5 |Rectified Diode(Pfc) SS12 131129 341|331 28] 29 | 150 |Junction Temp.
6 |Transistor(Pfc) TR11 123 23| 25| 22| 22| 21 | 150 |Junction Temp.
7 |Switching Transistor TR21 |1 24122126 24| 21 | 21 150 [Junction Temp.
8 |Transformer T11 h3 |l 46| 40 | 27 |1 29 | 31 155
9 |Rectified Transistor(Output) TR54 | 34| 26 | 28 | 26 - - 150 [Junction Temp.
10 |Rectified Diode(Output) D54 - - - - | 32 ] 26 | 150 |Junction Temp.
11 [Output Choke 151 | 44134 421 49| 37| 34| 150
12 |Output Capacitor C506 6 6 5 6 4 4 105
13 |Output Capacitor C508 5 5 5 2 4 3 125
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(Side view)
Fig.1.1 Mounting method
(Normal position)
Verl.l




