Date @ Apr.1,2003

Temperature increase of main components: “F 3G E - 5-

Model: LDA751°

1. Conditions

(1) Input : AC 85 ~ 2064V
(2) Oulpul : Rated output
(3) Mounting method - Shown as {ig.1.1

2. Result

7 Svmbol lncrease (A1) Raled
No. Parts name ) y;\z) ¢ [deg] temp. Reference
3V 9V 18V ] 30V Lcl
1 [Line Filter L11 | 26 10 58 42 120
2 {Rectifier(Input) Soll]| 6b 74 07 74 150 [Junction Temp.
3 |lnput Capacitor Cl2 25 34 31 33 105
4 luoput Capacitor Cil3| 29 34 33 34 105
5 |Swilching Transistor TR31| 66 70 64 66 150 |Junction Temp.
0 |Transformer Ti1 45 h2 56 54 120
7 |Rectified Diode(Outpul) S5H1 1 69 73 606 64 150 |Junction Temp.
8 [Rectilied Diode(Qutput) S55H21 67 73 - - 150 {Junction Temp.
9 [Output Choke 1.6l | 55 49 43 46 120
10 [Output Capacitor ChH2 35 38 32 30 105
11 |Output Capacitor Ch3 206 32 27 26 105
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(Side view)

Fig.1.1 Mounting method
(Normal position)
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