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DATA SHEET Date Oct.28,2002
Model LEP240F-24 Temp. 25 C
Test Vibration/impact test Humid. 45  %Rh
RE)- R B Tested by T.Noda
1. Method

Vibration/impact test complies with JIS C 0911 (Vibration), JIS C 0912 (Impact)
JIS C 0911 (#Z&h), JIS C 0912 (& 8) ([ HET 5

2. Conditions

(1) Frequency : 10~150 Hz
(Vibration) 3 minutes period
JE A (IR Eh)

(2) Direction*Time : 60 minutes along X, Y and Z axis (Vibration)
5 1]+ BFfE] 11mS, once each X, Y and Z axis (Impact)

3. Conditions of Acceptability
(1) No degradation of performance or loss of function after test.
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(2) No remakably damage of appearance.
S EELWEED NI

(3) No looseness or a crack at solder joint.

AT BB R EERIBEGT NI Ty 7 OBmADRENILN L

4. Result
(1) Vibration limit test
No. | Gravity (m/s") |Result Note
1 29.4 OK
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* BRI 18 & P A U A
All are satisfactory to item 3: OK

(2) Impact test

No. Gravity[m/sz] Result Note

1 294.2 OK
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* B AR 8 £ Pl & VR AT

All are satisfactory to item 3: OK




