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Model LFA10F-3R3-Y
Temperature 25T
Item Input Current (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- Input Volt. 200V
—-—O—-- |InputVolt. 230V Load Input Current [A]
0.50 Current Input Volt. | Input Volt. | Input Volt.
[A] 100[V] 200[V] 230[V]
0.40 0.0 0.012 0.008 0.008
< 0.4 0.056 0.035 0.032
c
& 030 L 0.8 0.090 0.056 0.051
C:S 1.2 0.122 0.076 0.069
g 1.6 0.153 0.095 0.087
o 0.20 A
IS / 2.0 0.183 0.114 0.103
2.2 0.199 0.123 0.112
0.10 L geonBB = ) : :
/;/ .g:= 8T
g - i} : -
L -
0.00 - - - -
0.0 1.0 2.0 _ ~ ~ _

Load Current [A]

Note: Slanted line shows the range of the rated

load

current.
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Model LFA10F-3R3-Y
Temperature 25T
ltem Input Power (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- Input Volt. 200V
—-—O—-- |InputVolt. 230V Load Input Power [W]
20.0 Current Input Volt. | Input Volt. | Input Volt.
[A] 100[V] 200[V] 230[V]
0.0 0.40 0.37 0.38
g 15.0 0.4 2.40 2.46 2.48
5 0.8 4.18 4.26 4.28
3 12 6.01 5.99 5.99
o 10.0
= 1.6 7.84 7.78 7.86
g 2.0 9.77| 971| 9.70
50 | 2.2 10.75 10.56 10.61
ok - S —
0.0 1.0 2.0 _ _ _ _

Load Current [A]

Note: Slanted line shows the range of the rated

load current.
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Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.

Model LFA10F-3R3-Y
Temperature 25T
ltem Efficiency (by Input Voltage) Testing Circuitry  Figure A
Object
1.Graph 2.Values
---FF-- Load 50%
—=4A—— Load 100% Input Efficiency
74 Voltage [%0]
. — A A —-— V] Load 50% Load 100%
WJ E'"'"-"'ﬂ---ﬂ--.\\g}ﬂ 75 64.9 66.4
< 58 85 65.3 67.4
>
_ > 100 65.8 68.1
) N\ .
2 50 N 120 65.3 68.6
o
© N\ 200 64.9 68.6
E 42
L J N\ 230 63.9 68.4
34 264 62.9 68.4
26 N\ N 280 62.6 68.3
18 A
50 100 150 200 250 300
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Model LFA10F-3R3-Y
Temperature 25T
ltem Efficiency (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- InputVolt. 200V
—-—O—-- |InputVolt. 230V Load Efficiency [%]
74 Current Input Volt. | Input Volt. | Input Volt.
- g | [Al 100)v] | 200[v] | 230[V]
66 S 0.0 - - -
— 58 | 0.4 55.3 53.9 53.5
X
= —5 \ 0.8 63.5 62.3 62.0
£ 50 1.2 66.3 66.5 66.5
2 AN 1.6 67.7 68.3 67.6
W AN 2.0 68.1 68.6 68.4
34 1 2.2 67.9 69.1 68.8
26 p _ _ _ _
18 - - - -
0.0 1.0 2.0 . _ - -
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
BC-10347
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Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.

Model LFA10F-3R3-Y
Temperature 25T
ltem Power Factor (by Input Voltage) Testing Circuitry  Figure A
Object
1.Graph 2.Values
---F+-- Load 50%
—=4A—— Load 100% Input Power Factor
0.8 Voltage
V] Load 50% Load 100%
0.7 | 75 0.526 0.587
= 85 0.504 0.563
8 |
g 06 100 0.478 0.532
:% %A\ﬁ 120 0.452 0.501
: % \n RN 200 0.387 0.425
a O...
oa | ' S 230 0.372 0.407
- -m 264 0.358 0.390
03 | 280 0.352 0.384
0.2
50 100 150 200 250 300

BC-10347




— CO$EL

ZEEH

load current.

Load Current [A]

Note: Slanted line shows the range of the rated

Model LFA10F-3R3-Y
Temperature 25T
Item Power Factor (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- InputVolt. 200V
—-—O—-- |InputVolt. 230V Load Power Factor
08 Current Input Volt. | Input Volt. | Input Volt.
[A] 100[V] 200[V] 230[V]
0.7 | 0.0 0.328 0.240 0.221
= 0.4 0.429 0.348 0.336
§ 06 0.8 0.465 | 0377 | 0.362
- 1.2 0493 | 0.396 | 0.380
% 1.6 0.514 0.411 0.395
o 2.0 0533 | 0425 | 0407
2.2 0.541 0.431 0.413
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Primary inrush current

Time

Model LFA10F-3R3-Y
Temperature 25T
Item Inrush Current Testing Circuitry  Figure A
Object
Input Voltage 100V
Frequency 60 Hz
Input L Load 100 %
Current
[20A/div] Primary inrush current :
12.7A
AR Secondary inrush current :
Input 10A
Voltage
[1O0V/div]
Time [50ms/div]
Input Voltage 200V
Frequency 60 Hz
Input Load 100 %
Current
[20A/div] Primary inrush current :
243 A
S dary i h t:
NANAAAAANANAARAANNAARANNAp | SSCONCRY INTUSh CLTEN
Input 10A
Voltage
[200V/div]

[50ms/div]

Secondary inrush current
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Model LFA10F-3R3-Y
Temperature 25T
Item Leakage Current Testing Circuitry Figure B
Object
1.Results
[mA]
Input Volt.
Standards Note
100 [V] 200 [V] 240 [V]
DEN-AN Both phases 0.07 0.14 0.16 Operation
One of phase 0.13 0.27 0.33 stand by
IEC60950-1 Both phases 0.09 0.19 0.20 Operation
One of phase 0.13 0.28 0.31 stand by

The value for "One phase" is the reference value only.

2.Condition

Leakage current value is concluded after measuring both phases of
AC input and by choosing the larger one.

. 8 - BC-10347
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Model LFA10F-3R3-Y
Temperature 25T
Item Line Regulation Testing Circuitry  Figure A

Object +3.3V2A

1.Graph 2.Values
---EF-- Load 50%
= Load 100% Input Output Voltage
Voltage V]

3.38 V] Load 50% Load 100%
< 336 75 3.315 3.311
= 85 3.315 3.311
g 334
g 100 3.315 3.311
Sa3| _INL - _\_ 120 3.315 3.311
5 L 200 3.315 3.311
£ 330
3 N\ 230 3.315 3.311

3.28 264 3.315 3.311

3.26 g 280 3.315 3.311

3.24

50 100 150 200 250 300

Input Voltage [V]

Note: Slanted line shows the range of the rated

input voltage.
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Model LFA10F-3R3-Y
Temperature 25T
Item Load Regulation Testing Circuitry  Figure A
Object +3.3V2A
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- InputVolt. 200V
—-—O—-- InputVolt. 230V Load Output Voltage [V]
Current Input Volt. | Input Volt. | Input Volt.
3.38 [A] 100[V] 200[V] 230[V]
336 0.0 3.318 3.318 3.318
s 3
= 0.4 3.316 3.316 3.316
()
g 3% \ 0.8 3315 | 3315 | 3.315
S 1.2 3.313 3.313 3.313
S 332k
5 STt —a—ga 1.6 3312 | 3312 | 3312
£ 330
3 2.0 3.310 3.310 3.310
3.28 AN 2.2 3.309 3.310 3.310
3.26 — - - -
3.24 - - - -
0.0 1.0 2.0 — 3 3 3
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
- 10 - BC-10347




— CO$EL

ZEEH

Model LFA10F-3R3-Y
Temperature 25°C
Item Dynamic Load Response Testing Circulitry Figure A
Obiject +3.3V2A
Input Volt. 100 vV Response. t1=t2=50us. Typ
Cycle 1000 ms
Load Current
1 2 |-
Min. Load (OA) «——
Load 100% (2A)
e '.‘WMWMM Ll
100 mV/div
400 us/div 1 ms/div
Min. Load (OA) «——
Load 50% (1A)
'Ll. A A T S— "'W
100 mV/div
400 us/div 1 ms/div
— 11 — BC-10347
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Model LFA10F-3R3-Y
Temperature 25T
ltem Ripple Voltage (by Load Current) Testing Circuitry Figure C
Object +3.3V2A
1.Graph 2.Values
—2A—— Input Volt. 100V
—-—O—-- Input Volt. 200V Load Ripple Voltage [mV]
100 Current Input Volt. Input Volt.
90 [A] 100 [V] 200 [V]
S 80 0.0 35 65
S R 0.4 10 75
s Vel 0.8 15 15
) & X .
> 60 ! A\
= . 1.2 20 20
S 50 \
® . 1.6 25 25
g v N 2.0 25 25
e 30 Y 2.2 25 25
20 \ . - - -
10 A \ = . )
0 - - -
0.0 1.0 2.0 _ _ _
Load Current [A]
Measured by 20 MHz Oscilloscope.
Ripple Voltage is shown as p-p in the figure below.
Note: Slanted line shows the range of the rated
load current.
T1: Due to AC Input Line
T2: Due to Switching
T2
Ripple [mVp-p] QH%
Fig. Complex Ripple Wave Form
- 12 - BC-10347
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Model LFA10F-3R3-Y
Temperature 25T
Item Ripple-Noise Testing Circuitry Figure C
Object +3.3V2A
1.Graph 2.Values
—A—— Input Volt. 100V
—-—O—-- Input Volt. 200V Load Ripple-Noise [mV]
100 Current Input Volt. Input Volt.
90 [A] 100 [V] 200 [V]
80 0.0 35 65
N 0.4 10 75
PR \ AN 0.8 15 20
ch> 50 | 1.2 20 25
@ \ 1.6 30 30
.:%L 40 \ AN 2.0 30 30
30 Vo= 2.2 30 30
20 o~ . _ .
10 e AN _ _ R
0 - - -
0.0 1.0 2.0 _ _ _

Load Current [A]

Measured by 20 MHz Oscilloscope.

Ripple-Noise is shown as p-p in the figure below.

Note: Slanted line shows the range of the rated
load current.

T1: Due to AC Input Line

T2: Due to Switching
Ripple-Noise

T2 [mVp-p]

T1

Fig. Complex Ripple Wave Form

BC-10347
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Ambient Temperature [C]
Load 100 %

Measured by 20 MHz Oscilloscope.

Note: Slanted line shows the range of the rated
ambient temperature.

Model LFA10F-3R3-Y

ltem Ripple Voltage (by Ambient Temp.) Testing Circuitry Figure C

Object +3.3V2A
1.Graph 2.Values

---FF-- InputVolt. 100V
—2A—— Input Volt. 200V Ambient Ripple Voltage [mV]
200 Temperature | Input Volt. Input Volt.
180 [T] 100 [V] 200 [V]

S 160 -30 110 110
E 140 '18 7?) 73
o > 5 5
2 120 AN A\
= 25 25 25
£ 100 E\
° NG 50 25 20
g @ W X - : :
x 60 _ _ _

40 . ~ ) )

20 AN \E“ﬁ ~ ) )

0 : ‘ - - -
-40 -20 0 20 40 60

14 - BC-10347
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Model LFA10F-3R3-Y
Item Ambient Temperature Drift Testing Circuitry  Figure A
Object +3.3V2A
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- Input Volt. 200V
—-—O—-- |InputVolt. 230V Ambient Output Voltage [V]
Temperature | Input Volt. | Input Volt. | Input Volt.
3.38 [C] 100[V] 200[V] 230[V]
3.36 -20 3.307 3.307 3.307
s 3
2 N N -10 3.308 3.308 3.308
()
o 334 \ 0 3.310 | 3.310 | 3.310
S 332 10 3.310 3.310 3.310
5 MW 20 3.311 3.311 3.311
£ 3.30 =
8 N\ 25 3.311 3.311 3.311
3.28 AN 30 3.311 3.311 3.311
396 40 3.310 3.310 3.310
' N \ 50 3.310 3.310 3.310
3.24 60 3.309 3.309 3.309
-40 -20 0 20 40 60 — a a a
Ambient Temperature [C]
Load 100%
Note: Slanted line shows the range of the rated
ambient temperature.
- 15 - BC-10347




ZEEH

— CO$EL

Model LFA10F-3R3-Y

Item Output Voltage Accuracy Testing Circuitry  Figure A

Object +3.3V2A

1.Output Voltage Accuracy

This is defined as the value of the output voltage, regulation load, ambient temperature and
input voltage varied at random in the range as specified below.
Temperature : -10 - 50T
Input Voltage : 85 - 264V
Load Current : 0 - 2A
* Output Voltage Accuracy = +(Maximum of Output Voltage - Minimum of Output Voltage) / 2

Output Voltage Accuracy
* Qutput Voltage Accuracy (Ration) = x 100

Rated Output Voltage

2.Values
It Temperature| Input Output Output Voltage Accuracy
em
[C] Voltage[V] Current[A] | Voltage[V] | Value [mV] | Ration [%]
Maximum Voltage 30 264 0 3.318
— 5 0.2
Minimum Voltage -10 85 2 3.308

. 16 - BC-10347
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Model LFA10F-3R3-Y

Item Time Lapse Drift

Temperature

25T

Testing Circuitry  Figure A

Object +3.3V2A

1.Graph 2.Values
Time since Output
start Voltage
3.38 [H] V]
3.36 0.0 3.310
= 05 3.310
o 3.34
2 1.0 3.310
9 332 2.0 3.310
5 3.30 3.0 3.310
=
8 328 4.0 3.310
5.0 3.310
326 6.0 3.310
3.24 7.0 3.310
0 2 4 6 10 8.0 3.311
Time [H]
Input Volt. 100v
Load 100%
* The characteristic of AC200V is equal.
- 17 - BC-10347
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Model LFA10F-3R3-Y
Temperature 25T
Item Rise and Fall Time Testing Circuitry  Figure A
Object +3.3V2A
1.Graph
[ Load 100% Input Volt. 100 V]
Output |} .
Volt.
[0.5V/div]|
ol
[ Load 100% Input Volt. 200 V ]
Output
Volt. I
[0.5V/div]|
ol
P L A
Volt. 0 W\’

Time [100ms/div] Time [50ms/div]
2.Values [ms]
Input VoIt Time Td Tr Ts Th Tf
100V 176.5 3.0 179.5 35.5 225
200V 175.5 3.0 178.5 172.0 24.0
Output
Volt.
Input
Volt.

. 18 - BC-10347
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Model LFA10F-3R3-Y
Temperature 25T
Item Hold-Up Time Testing Circuitry  Figure A
Object +3.3V2A
1.Graph 2.Values
---EF-- Load 50%
= Load 100% Input Hold-Up Time
1000 Voltage [ms]
i o # & V] Load 50% | Load 100%
A B = 75 36 10
o) R N
£ T / 85 50 23
o 100 E g 8 100 74 31
[= - 120 111 49
5 200 337 171
S ol 230 453 230
T S
; AN 264 605 316
N 280 685 359
1
50 100 150 200 250 300
Input Voltage [V]
This duration covers from Shut-off of input
voltage to the moment when output voltage
descends to the rated range of voltage accuracy.
Note: Slanted line shows the range of the rated
input voltage.
BC-10347




— CO$EL

ZEEH

Model LFA10F-3R3-Y
Temperature 25T
Item Instantaneous Interruption Compensation Testing Circuitry  Figure A
Object +3.3V2A

1.Graph —-A—— Input Volt. 100V | 2.Values

---FF-- Input Volt. 200V

—-—O—-- |InputVolt. 230V Load Time [ms]

1000 S Current Input Volt. | Input Volt. | Input Volt.

£ BT < Iy 100[v] | 200[v] | 230[V]
— B, T -
@ RSN~ I 0.0 - - -
£ u"'ﬂ--.ﬁ"*e
= \ 1 -7 0.4 164 714 990
g 1o A X 0.8 92 411 550
b A A\
@ =\ 12 63 287 386
fé& ~a 1.6 47 219 295
S 10 N 2.0 31 171 230
a N 2.2 26 153 208
3 N\
(] - - - -
c
IS
‘% - - - -
§ 1 - - - -
= 0.0 1.0 2.0 — i 3 3

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
- 20 - BC-10347
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Model LFA10F-3R3-Y
Minimum Input Voltage
Item for Regulated Output Voltage Testing Circuitry  Figure A
Object +3.3V2A
1.Graph 2.Values
---EF-- Load 50%
A Load 100% Ambient Input Voltage
100 Temperature V]
[C] Load 50% Load 100%
80 -20 34 44
> -10 34 44
(]
g 50 ! \L 0 34 44
§ 10 34 44
5 L O S \\ﬁs—A 20 34 44
£ EJ--E\K\{E--EI--DE.[]..D M- -g 25 33 44
\ 30 33 44
20 N 40 33 44
N 50 33 44
0 ‘ ‘ 60 33 44
-40 -20 0 20 40 60 — i i

Ambient Temperature [C]

Note: Slanted line shows the range of the rated
ambient temperature.

.21 - BC-10347
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Model LFA10F-3R3-Y
Temperature 25T
Item Overcurrent Protection Testing Circuitry  Figure A
Object +3.3V2A
1.Graph 2.Values
——7A—— Input Volt. 100V
——S—— Input Volt. 200V Output Load Current [A]
Voltage Input Volt. Input Volt.
4.0 ~ V] 100[V] 200[V]
= 3.300 4.02 4.80
% 20 N o0 3.135 - -
& = 2.970 - -
S 2.640 - -
2 20
§_ 2.310 - -
8 Lo 1.980 - -
’ 1.650 - -
1.320 - -
0.0 0.990 - -
0 2 4 6 0.660 - -
Load Current [A] 0.330 - -
Note: Slanted line shows the range of the rated 0.000 - -
load current.
Intermittent operation occurs when the output
voltage is less than rated output voltage.
- 22 . BC-10347
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Model LFA10F-3R3-Y

Item Overvoltage Protection Testing Circuitry  Figure A

Object +3.3V2A

1.Graph 2.Values
—2A——  Input Volt. 100V
---EF--Input Volt. 200V Ambient Operating Point [V]
6.0 Temperature Input Volt. Input Volt.
[C] 100[V] 200[V]
— 56 | -20 4.93 4.93
s 5
_ -10 4.86 4.86
S ., \ \ 0 4.79 4.79
o 10 4.79 4.79
% 20 4.72 4.72
g 48 N A 25 472 472
© | 30 4.72 4.72
441 40 4.65 4.65
N \ 50 4.58 4.58
4.0 — ‘ 60 458 458
-40  -20 0 20 40 60 80 — } }

Ambient Temperature [C]
Load 0%

Note: Slanted line shows the range of the rated
ambient temperature.

- 23 - BC-10347
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Temperature Chamber

Electronic

DC Load

=

Osci | loscope

4

A

”1 Relay Unit

AC Input Line —»

AC Voltmeter

Electronic 1
»  Switch > > Power Supply =]
AC Power I~
Power Meter
Supply
Figure A
A Input Line __ | AC Voltmeter | Pover suoly
F6 4
1kQ

Effective value
> Voltmeter

Figure B ( DEN-AN )

Power Supply

500Q=+0. 1%

0. 022uF 1. 0%

%l 0FHA0L

Effective value

Voltmeter

»
»

1.5kQ=+0. 1%

i

0. 22uF £1. 0%

Leakage Current

> DVM

Data Acquisition/Control Unit

—>

DC Ammeter

Adjustable
Load

Leakage Current
Value

(Al =

Effective Value of Voltmeter[V]

1k [Q]

—>

DC Ammeter

Adjustable
Load

Value [A]

Figure B ( IEC60950-1 )

Effective Value of Voltmeter[V]

500

[Q]
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LI

Temperature Chamber

Measur ing
board

Cl= 22 uF
(Electrolytic capacitor)

- - » Electronic
A Poer [ | oo »| Pover Suply | %\ DC Load
Supply ower Meter >
_F\
150mm
<> Oscil loscope
BW: 20MHz
Figure C
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