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Model LFA10F-5
Temperature 25T
Item Input Current (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- Input Volt. 200V
—-—O—-- |InputVolt. 230V Load Input Current [A]
0.50 Current Input Volt. | Input Volt. | Input Volt.
[A] 100[V] 200[V] 230[V]
040 | 0.0 0.014 0.009 0.009
< 0.4 0.069 0.043 0.040
§ 0.30 L 0.8 0.115 0.071 0.065
5 1.2 0.159 0.098 0.089
% AA/A 1.6 0.201 0.124 0.113
g 020 / 2.0 0.244 | 0149 | 0136
T g8 2.2 0264 | 0161 | 0.147
0.10 | / B = \ ~ - - -
g \
0.00 - - - -
0.0 1.0 2.0 _ ~ ~ ~

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model LFA10F-5
Temperature 25T
ltem Input Power (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- Input Volt. 200V
—-—O—-- |InputVolt. 230V Load Input Power [W]
20.0 Current Input Volt. | Input Volt. | Input Volt.
[A] 100[V] 200[V] 230[V]
0.0 0.54 0.60 0.60
g 15.0 y 0.4 3.09 3.20 3.30
5 ¢ 0.8 5.61 5.70 5.70
3 12 8.25 8.20 8.20
o 10.0
= 1.6 10.95 10.70 10.90
g 2.0 1371| 1340| 1350
50 | /ﬂ/ 2.2 15.15 14.60 14.70
0.0 1.0 2.0 _ _ _ _

Load Current [A]

Note: Slanted line shows the range of the rated

load current.

BC-10348




— CO$EL

ZEEH

Model LFA10F-5
Temperature 25T
ltem Efficiency (by Input Voltage) Testing Circuitry  Figure A
Object
1.Graph 2.Values
---F+-- Load 50%
—=4A—— Load 100% Input Efficiency
86 Voltage [%0]
V] Load 50% Load 100%
8 A—ah Aizs—a 75 73.0 71.8
= 0| P BN 85 737 732
>
= \ 100 74.4 74.6
) N\ .
2 62 N 120 74.3 75.8
Q0
S N\ 200 73.9 76.5
= 54
L J N\ 230 735 76.3
46 264 73.2 76.5
280 72.9 76.6
38 >,
N\ . ~ - )
30 \
50 100 150 200 250 300
Input Voltage [V]
Note: Slanted line shows the range of the rated
input voltage.
- 3 - BC-10348
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Load Current [A]

Note: Slanted line shows the range of the rated
load current.

Model LFA10F-5
Temperature 25T
ltem Efficiency (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- InputVolt. 200V
—-—O—-- |InputVolt. 230V Load Efficiency [%]
86 Current Input Volt. | Input Volt. | Input Volt.
[A] 100[V] 200[V] 230[V]
78
R e B 0.0 - - -
BTN AL
= 70 | /V 0.4 65.8 63.5 61.6
= e \ 0.8 72.6 71.4 71.4
£ 62 8 1.2 74.0 745 745
2 .| L 1.6 74.4 76.1 747
w AN 2.0 74.6 76.5 76.3
46 2.2 73.9 76.7 76.1
38 A\ _ _ _ _
30 - - - -
0.0 1.0 2.0 _ ~ ~ ~
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Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.

Model LFA10F-5
Temperature 25T
ltem Power Factor (by Input Voltage) Testing Circuitry  Figure A
Object
1.Graph 2.Values
---FF-- Load 50%
—=4A—— Load 100% Input Power Factor
0.8 Voltage
V] Load 50% Load 100%
0.7 |+ 75 0.555 0.620
. 85 0.532 0.596
L8 i
g 06 K\A 100 0.503 0.563
L ]
5 o5 | ti\] ~_ 120 0.474 0.529
= Q.. \\Z 200 0.404 0.446
o Tkl . A—_
os | 5 ;_AQ\A 230 0.388 0.428
'\U -0 264 0.372 0.410
03 | 280 0.366 0.402
0.2
50 100 150 200 250 300
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Load Current [A]

Note: Slanted line shows the range of the rated
load current.

Model LFA10F-5
Temperature 25T
Item Power Factor (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- InputVolt. 200V
—-—O—-- |InputVolt. 230V Load Power Factor
08 Current Input Volt. | Input Volt. | Input Volt.
[A] 100[V] 200[V] 230[V]
0.7 0.0 0.391 0.333 0.300
= 0.4 0.451 0.372 0.359
§ 06 ,A)ﬁ/ﬂ 0.8 0490 | 0401 | 0.383
- 1.2 0520 | 0421 | 0.400
g x 3y 1.6 0544 | 0433 | 0419
= g xB-8 2.0 0564 | 0448 | 0431
2.2 0.573 0.453 0.436
0.0 1.0 2.0 — 3 3 3

BC-10348
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Primary inrush current

Model LFA10F-5
Temperature 25T
Item Inrush Current Testing Circuitry  Figure A
Object
Input Voltage 100V
Frequency 60 Hz
Input l Load 100 %
Current
[20A/div] Primary inrush current :
12.8 A
AAAAR Secondary inrush current :
Input 14A
Voltage
[100V/div]
Time [50ms/div]
Input Voltage 200V
Frequency 60 Hz
Input Load 100 %
Current
[20A/div] Primary inrush current :
26.6 A
Y Secondary inrush current :
Input 14A
Voltage
[200V/div]
Time [50ms/div]

Secondary inrush current

BC-10348
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Model LFAL10F-5
Temperature 25T
Item Leakage Current Testing Circuitry Figure B
Object
1.Results
[mA]
Input Volt.
Standards Note
100 [V] 200 [V] 240 [V]
DEN-AN Both phases 0.07 0.14 0.16 Operation
One of phase 0.13 0.27 0.33 stand by
IEC60950-1 Both phases 0.09 0.19 0.20 Operation
One of phase 0.13 0.28 0.31 stand by

The value for "One phase" is the reference value only.

2.Condition

Leakage current value is concluded after measuring both phases of
AC input and by choosing the larger one.

. 8 - BC-10348




— CO$EL

ZEEH

Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.

Model LFA10F-5
Temperature 25T
Item Line Regulation Testing Circuitry  Figure A

Object +5V2A

1.Graph 2.Values
---EF-- Load 50%
= Load 100% Input Output Voltage
Voltage V]

5.14 \Y! Load 50% Load 100%
< 512 75 5.085 5.082
= 85 5.085 5.082
g 5.10
g 100 5.085 5.082
S 5.08 g-Q------o--- R 120 5.085 5.082
5 N 200 5.085 5.082
g 506
3 N\ 230 5.085 5.082

5.04 264 5.085 5.082

502 g 280 5.085 5.082

5.00

50 100 150 200 250 300
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Model LFA10F-5
Temperature 25T
Item Load Regulation Testing Circuitry  Figure A
Object
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- InputVolt. 200V
—-—O—-- InputVolt. 230V Load Output Voltage [V]
Current Input Volt. | Input Volt. | Input Volt.
5.14 [A] 100[V] 200[V] 230[V]
512 0.0 5.090 5.089 5.089
s 5
= 0.4 5.088 5.088 5.087
()
2 510 \ 0.8 5087 | 5086 | 5.086
S 508 T & “'5""-*!——-—5-—-;@_,5 1.2 5.085 5.085 5.084
5 1.6 5.083 5.083 5.083
£ 506
8 2.0 5.082 5.082 5.081
5.04 AN 2.2 5.081 5.081 5.080
5.02 — - - -
5.00 - - - -
0.0 1.0 2.0 — } ) }
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
- 10 - BC-10348
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Model LFA10F-5

Temperature 25°C
Item Dynamic Load Response Testing Circulitry Figure A
Obiject +5V2A

Input Volt. 100 V Response.
Cycle 1000 ms
Load Current
u 2 |-
Min. Load (OA) «——
Load 100% (2A)
II\ VLA & "r YA ANy An W“J \fﬁ/ﬁv‘ AAh hoh
200 mV/div
1 ms/div 2 ms/div
Min. Load (OA) «——
Load 50% (1A)
o N A ) Y AA
A uv..r N
200 mV/div
1 ms/div 2 ms/div
— 11 — BC-10348
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Model LFA10F-5
Temperature 25T
ltem Ripple Voltage (by Load Current) Testing Circuitry Figure C
Object +5V2A
1.Graph 2.Values
—2A—— Input Volt. 100V
—-—O—-- Input Volt. 200V Load Ripple Voltage [mV]
100 Current Input Volt. Input Volt.
90 [A] 100 [V] 200 [V]
S 80 0.0 30 55
E - —
o a . 15
> 60 A\
= R 1.2 25 25
= 50 |-
2 \ R 1.6 25 25
s 01N N 2.0 25 25
oA _ 5 2.2 30 25
20 N L L-0zS R _ i ;
10 — \ = . )
0 - - -
0.0 1.0 2.0 — i i
Load Current [A]
Measured by 20 MHz Oscilloscope.
Ripple Voltage is shown as p-p in the figure below.
Note: Slanted line shows the range of the rated
load current.
T1: Due to AC Input Line
T2: Due to Switching
T2
Ripple [mVp-p] %H%
Fig. Complex Ripple Wave Form
- 12 - BC-10348
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Model LFAL10F-5
Temperature 25T
Item Ripple-Noise Testing Circuitry Figure C
Object +5V2A
1.Graph 2.Values
—2A—— Input Volt. 100V
—-—O—-- Input Volt. 200V Load Ripple-Noise [mV]
100 Current Input Volt. Input Volt.
90 [A] 100 [V] 200 [V]
0.0 30 55
s ¥ 0.4 10 15
E 70 :
a 0.8 15 20
2 o0 N
o Q 1.2 25 25
< 50 [\
@ \ 1.6 25 25
Q. AN
g 0 AN 2.0 25 25
o304 °
\ _ 2.2 30 30
20 N L L-0zS R _ i ;
10 N — AN _ _ _
0 - - -
0.0 1.0 2.0 — i i
Load Current [A]
Measured by 20 MHz Oscilloscope.
Ripple-Noise is shown as p-p in the figure below.
Note: Slanted line shows the range of the rated
load current.
T1: Due to AC Input Line
T2: Due to Switching
Ripple-Noise
T2 [mvp-p]
7\
T1
Fig. Complex Ripple Wave Form
- 13 - BC-10348
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Ambient Temperature [C]
Load 100 %

Measured by 20 MHz Oscilloscope.

Note: Slanted line shows the range of the rated
ambient temperature.

Model LFA10F-5

ltem Ripple Voltage (by Ambient Temp.) Testing Circuitry Figure C

Object +5V2A
1.Graph 2.Values

---FF-- InputVolt. 100V
—2A—— Input Volt. 200V Ambient Ripple Voltage [mV]
200 Temperature | Input Volt. Input Volt.
180 [C] 100 [V] 200 [V]

S 160 -30 170 155
E 140 -18 75 75
o > 55 55
2 120 A\
= 25 25 25
£ 100
° 50 35 30
- 80 a
g . N - : :
x 60 _ _ _

40 . \g ~ i ;

20 AN B = . )

0 - - -
-40 -20 0 20 40 60

14 - BC-10348
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Model LFAL10F-5
Item Ambient Temperature Drift Testing Circuitry  Figure A
Object +5V2A
1.Graph —-A—— Input Volt. 100V | 2.Values
---FF-- Input Volt. 200V
—-—O—-- |InputVolt. 230V Ambient Output Voltage [V]
Temperature | Input Volt. | Input Volt. | Input Volt.
5.14 [C] 100[V] 200[V] 230[V]
512 -20 5.084 5.085 5.085
s 5
= N A\ -10 5.085 5.085 5.086
()
2 510 \ 0 5085 | 5084 | 5.084
S 508 W 10 5.084 5.084 5.084
5 20 5.085 5.084 5.084
£ 506 \
E N\ 25 5.084 5.084 5.084
5.04 AN 30 5.084 5.084 5.084
5 02 40 5.083 5.083 5.083
' N \ 50 5.081 5.080 5.080
5.00 60 5.078 5.078 5.077
-40 -20 0 20 40 60 . _ - -
Ambient Temperature [C]
Load 100%
Note: Slanted line shows the range of the rated
ambient temperature.
- 15 - BC-10348
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Model LFA10F-5
Item Output Voltage Accuracy Testing Circuitry  Figure A
Object +5V2A

1.Output Voltage Accuracy

This is defined as the value of the output voltage, regulation load, ambient temperature and
input voltage varied at random in the range as specified below.
Temperature : -10 - 50T
Input Voltage : 85 - 264V
Load Current : 0 - 2A
* Output Voltage Accuracy = +(Maximum of Output Voltage - Minimum of Output Voltage) / 2

Output Voltage Accuracy

* Qutput Voltage Accuracy (Ration) =

Rated Output Voltage

x 100

2.Values
It Temperature| Input Output Output Voltage Accuracy
em
[C] Voltage[V] Current[A] | Voltage[V] | Value [mV] | Ration [%]
Maximum Voltage 25 85 0 5.092
— 6 0.1
Minimum Voltage 50 264 2 5.080
- 16 - BC-10348
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Model LFA10F-5

Item Time Lapse Drift

Temperature

25T

Testing Circuitry  Figure A

Object +5V2A

1.Graph 2.Values
Time since Output
start Voltage
5.14 [H] V]
5.12 0.0 5.083
= 05 5.079
o 5.10
2 1.0 5.079
9 08 2.0 5.079
5 5.06 3.0 5.078
=
8 504 4.0 5.078
5.0 5.078
202 6.0 5.078
5.00 7.0 5.078
0 2 4 6 10 8.0 5.078
Time [H]
Input Volt. 100v
Load 100%
* The characteristic of AC200V is equal.
- 17 - BC-10348
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Model LFA10F-5
Temperature 25T
Item Rise and Fall Time Testing Circuitry  Figure A
Object +5V2A
1.Graph
[ Load 100% Input Volt. 100V ]
Output
Volt. - -
[1vidivl|
0
[ Load 100% Input Volt. 200V ]
Output
Volt. - .
[1vidivl| |
0
| A
Volt. 0 ,VV\’
Time [100ms/div] Time [50ms/div]
2.Values [ms]
Input VoIt Time Td Tr Ts Th Tf
100V 186.5 2.0 188.5 24.3 17.8
200V 186.0 2.0 188.0 1235 18.8
Output
Volt.
Input
Volt.
- BC-10348
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Model LFA10F-5
Temperature 25T
Item Hold-Up Time Testing Circuitry  Figure A
Object +5V2A
1.Graph 2.Values
---EF-- Load 50%
= Load 100% Input Hold-Up Time
1000 Voltage [ms]
- §ia] V] Load 50% Load 100%
AN a--
- ' >¢’ Ny 75 25 6
£, .- / 85 35 11
o 100 E ———r 100 53 24
E B AW
; T 120 81 34
> & 200 248 124
S ol 230 333 165
T X
E— A 264 447 227
N 280 508 258
1
50 100 150 200 250 300
Input Voltage [V]
This duration covers from Shut-off of input
voltage to the moment when output voltage
descends to the rated range of voltage accuracy.
Note: Slanted line shows the range of the rated
input voltage.
- 19 - BC-10348
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Model LFAL1OF-5
Temperature 25T
Item Instantaneous Interruption Compensation Testing Circuitry  Figure A
Object +5V2A

1.Graph —-A—— Input Volt. 100V | 2.Values

---FF-- Input Volt. 200V

—-—O—-- |InputVolt. 230V Load Time [ms]

1000 Current Input Volt. | Input Volt. | Input Volt.

£ B~ N Al 100[v] | 200v] | 230[V]
[—] ~ ~ Q
) Y G 0.0 - - -
= ‘BT e- - x
= |@- . \{; -© 0.4 129 569 760
g 1o N ~ e 0.8 68 308 417
b
h ~aA_ AN 1.2 45 208 283
o5 T4
o 1.6 30 157 213
g N 2.0 20 20 6
) 10 N . 1 165
9 \\ 2.2 17 107 149
o
(] - - - -
c
G
‘% - - - -
E 1 - - - -
= 0.0 1.0 2.0 — i i i

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
- 20 - BC-10348
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Model LFA10F-5
Minimum Input Voltage
Item for Regulated Output Voltage Testing Circuitry  Figure A
Object +5V2A
1.Graph 2.Values
---EF-- Load 50%
A Load 100% Ambient Input Voltage
100 Temperature V]
[C] Load 50% Load 100%
80 -20 39 51
> -10 39 50
(]
g 50 ) \ 0 39 50
S \ 10 38 49
> i
g 20 38 50
g 40 H B Em - B T E-E 5 38 50
30 38 51
20 N 40 38 51
N 50 38 51
0 ‘ ‘ 60 38 52
-40 -20 0 20 40 60 - R -

Ambient Temperature [C]

Note: Slanted line shows the range of the rated
ambient temperature.

. o1 - BC-10348
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Model LFAL10F-5
Temperature 25T
Item Overcurrent Protection Testing Circuitry  Figure A
Object +5V2A
1.Graph 2.Values
—A—— Input Volt. 100V
——S—— Input Volt. 200V Output Load Current [A]
Voltage Input Volt. Input Volt.
[V] 100[V] 200[V]
6.0 =~
J 5.00 3.48 4.15
= — O
= 4.75 - -
o ~
§ 4.0 3 4.50 - -
S 4.00 - ]
g 3.50 - -
>
a 20 3.00 - -
2.50 - -
2.00 - -
0.0 1.50 - -
0 2 4 6 1.00 i j
Load Current [A] 0.50 - -
Note: Slanted line shows the range of the rated 0.00 - -
load current.
Intermittent operation occurs when the output
voltage is less than rated output voltage.
- 22 . BC-10348
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Model LFA10F-5

Item Overvoltage Protection Testing Circuitry  Figure A

Object +5V2A

1.Graph 2.Values
—2A——  Input Volt. 100V
---EF--Input Volt. 200V Ambient Operating Point [V]
7.0 Temperature Input Volt. Input Volt.
[C] 100[V] 200[V]
— 66 | -20 6.60 6.60
2 E_H\E—m—m
= | -10 6.60 6.60
S o) \ \ 0 6.59 6.59
o 10 6.52 6.52
% 20 6.52 6.52
g °8 < A 25 6.52 6.52
© i 30 6.52 6.52
4T 40 6.52 6.52
< \ 50 6.52 6.52
5.0 — ‘ 60 6.52 6.52
-40  -20 0 20 40 60 80 _ B B

Ambient Temperature [C]
Load 0%

Note: Slanted line shows the range of the rated
ambient temperature.

- 23 - BC-10348
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Temperature Chamber

Electronic

DC Load

=

Osci | loscope

4

A

”1 Relay Unit

AC Input Line —»

AC Voltmeter

Electronic 1
»  Switch > > Power Supply =]
AC Power I~
Power Meter
Supply
Figure A
A Input Line __ | AC Voltmeter | Pover suoly
F6 4
1kQ

Effective value
> Voltmeter

Figure B ( DEN-AN )

Power Supply

500Q=+0. 1%

0. 022uF 1. 0%

%l 0FHA0L

Effective value

Voltmeter

»
»

1.5kQ=+0. 1%

i

0. 22uF £1. 0%

Leakage Current

> DVM

Data Acquisition/Control Unit

—>

DC Ammeter

Adjustable
Load

Leakage Current
Value

(Al =

Effective Value of Voltmeter[V]

1k [Q]

—>

DC Ammeter

Adjustable
Load

Value [A]

Figure B ( IEC60950-1 )

Effective Value of Voltmeter[V]

500

[Q]
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LI

Temperature Chamber

Measur ing
board

Cl= 22 uF
(Electrolytic capacitor)

- - » Electronic
A Poer [ | oo »| Pover Suply | %\ DC Load
Supply ower Meter >
_F\
150mm
<> Oscil loscope
BW: 20MHz
Figure C
. 25 . BC-10349




