CO$EL

DATA SHEET Date 15-Jan-19
Model MGFS404815 Temp. 25 degreeC
Test EMI Humid. 40 %RH
Line conduction & Radiated emission Tested by H.Yamaoka

Serial MNo.
Tested bw

Temp
[AdBC w

P

Power Supply
Humid

COSEL CO.,LTD. <<LINE CONDUCTION>>
EMC Site A
Model MName

: MGES404815
: H.Wamacla

L DIC 48

: 25°C 40%

December,Z2018 17

rdd

Q.150 0.500 L.o0O 5.000 10.000 30.000
Frequency [MMEI=]
Frequency Line Lewel Limit Margin Pass/Fail |Remark
MHz dB(pV) dB(pV) dB
QP AV QP AV QP AV
23.796|L1 42.8 38.7 73 60 30.2 21.3|Pass
0.205|L1 45.2 45 79 66 33.8 21|Pass
9.223|N 46.1 45.3 73 60 26.9 14.7|Pass
0.205|N 40.7 40.3 79 66 38.3 25.7|Pass
COSEL CO_,LTD. <ICRADIATED EMISSION >> 3 December,Z2018 13:00
EMC Site A
Model Name : MGFS404815 Limit : ENS55032:2012 Class A 3m
Serial No. H Remarkl : [To=100%
Tested by H.Y amaok Remark2 H
Power Supply DC 48\ Remark:3
Temp/Humid Z25C S 40 Remark<4
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Frequency [MHz]
Frequency |Polarization |Stability [Level Limit Margin Pass/Fail |Height [Angle |Remark
MHz dB(uVv/m) |dB(uVv/m) |dB cm deg
QP QP QP
44.864(V Stable 33.5 50 16.5|Pass 142.3 0
917.847|V Stable 24.2 57 32.8|Pass 146.7| 272.1
189.115(H Stable 30.5 50 19.5|Pass 161.3[ 351.9
940.801|H Stable 24.4 57 32.6/|Pass 111.4 316.3
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DATA SHEET Date 15-Jan-19
Model Circuit used for measurement Temp. 25 degreeC
EMI Humid. 40 %RH
Test ) . . ..
Line conduction & Radiated emission Tested by H.Yamaoka
1. Line conduction
Alminum plate Resistive| | P.S
\\ load (Earth)
i Line input
0.4m Table i AMN Spectrum
! analyzer
. ! ¢ ;

2. Radiated emission

Radio wave absorption material \

Alminum plate 4 '€ )

Me L]

P.S 3m 1
(Earth) -

§

<

VVWVVVVVVAAMAVY

Turn table

IOBm 1.0m~4.0m \
Pt

\

Bilog antenna

- 2/3 ————




C1:

C2:

C3:

C4 .

L1 :

Conditions
Test : EMI
Model Name: MGFS40[1[]

OPhotographs of Test Set-Up
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Fig.1 Testing circuitry

MGFS40050 10V 4700y F Electrolytic capacitor (UHWseries NICHICON CORPORATION)
MGFS402400 63V 220y F Electrolytic capacitor (KYseries NIPPON CHEMI-CON)
MGFS4048[1[1 100V 220 F Electrolytic capacitor (KYseries NIPPON CHEMI-CON)

MGFS4005010] 16V 22| F Ceramic capacitor (GRM32ER71C226K MURATA MANUFACTURING)
MGFS402410 50V 10y F Ceramic capacitor (GRM32ER71H106K MURATA MANUFACTURING)
MGFS4048[1[] 100V 4.7u F Ceramic capacitor (HMK325AC7475K TAIYOU YUDEN)

MGFS4005000 16V 22u F Ceramic capacitor (GRM32ER71C226K MURATA MANUFACTURING)
MGFS402410 50V 10y F Ceramic capacitor (GRM32ER71H106K MURATA MANUFACTURING)
MGFS404810 100V 4.7y F Ceramic capacitor (HMK325AC7475K TAIYOU YUDEN)

MGFS40051[1 2kV 1000pF Ceramic capacitor (GR431BR7LA102K MURATA MANUFACTURING)
MGFS4024[1[1 2kV 1000pF Ceramic capacitor (GR431BR7LA102K MURATA MANUFACTURING)
MGFS4048[1[1 2kV 1000pF Ceramic capacitor (GR431BR7LA102K MURATA MANUFACTURING)

MGFS4005010 15.0A 1.0y H Inductor (SRP7050TA-1ROM BOURNS)
MGFS402410 12.0A 1.8y H Inductor (SRP7050TA-1R8M BOURNS)
MGFS4048[10] 6.0A 5.6 H Inductor (SRP7050TA-5R6M BOURNS)
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