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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Load 100%  2.Values

Load  50%

Load   0%

- -1 BC-10939

- - -

-- - - -

Note: Slanted line shows the range of the rated

         input voltage.
- - -

-- - - -

--

9.0 0.010 0.115 0.211

10.0 0.009 0.107 0.193

--

7.0 0.012 0.141 0.267

Input Voltage  [V] 8.0 0.010 0.126 0.235

5.0 0.020 0.192 0.368

6.0 0.015 0.159 0.305

4.2 0.022 0.228 0.438

4.5 0.021 0.212 0.409

3.9 0.024 0.246 0.476

4.0 0.023 0.233 0.462

3.7 0.003 0.003 0.003

3.8 0.003 0.003 0.003

Load 100%

0.0 0.000 0.000 0.000

3.0 0.002 0.002 0.002

Input Current (by Input Voltage)

Input Input Current

In
p
u
t 
C

u
rr

e
n
t 
[A

]

Voltage [A]

[V] Load 0% Load 50%

MGS1R50505

0.00
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0.60
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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

- -

Load Current [A]

Note: Slanted line shows the range of the rated

         load current.

2 BC-10939

-- - - - 

-- - - - 

-- - - - 

-- - - - 

0.30 0.409 0.368 0.211

0.33 0.453 0.407 0.229

0.18 0.249 0.225 0.134

0.24 0.329 0.296 0.171

0.06 0.096 0.088 0.060

0.12 0.171 0.155 0.096

[A] 4.5[V] 5[V] 9[V]

In
p
u
t 
C

u
rr

e
n
t 
[A

]

Current Input Volt. Input Volt. Input Volt.

0.00 0.021 0.020 0.010

4.5V

5V

9V Load Input Current  [A]

MGS1R50505

Input Current (by Load Current)

0.00

0.15

0.30

0.45

0.60

0.0 0.1 0.2 0.3 0.4
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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

- -

Load Current [A]

Note: Slanted line shows the range of the rated

         load current.

3 BC-10939

-- -    -    -    

-- -    -    -    

-- -    -    -    

-- -    -    -    

0.30 1.86 1.85 1.89 

0.33 2.04 2.03 2.07 

0.18 1.13 1.13 1.21 

0.24 1.49 1.49 1.56 

0.06 0.44 0.45 0.55 

0.12 0.78 0.78 0.87 

[A] 4.5[V] 5[V] 9[V]

In
p
u
t 
P

o
w

e
r 

[W
]

Current Input Volt. Input Volt. Input Volt.

0.00 0.10 0.11 0.10 

4.5V

5V

9V Load Input Power  [W]

MGS1R50505

Input Power (by Load Current)

0.0
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1.0

1.5
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2.5
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0.0 0.1 0.2 0.3 0.4
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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph  2.Values

- -

77.1

4.8

--

7.0

9.0

71.1

Voltage

[V]

4.4

4.5

10.0

[%]

Input

MGS1R50505

Efficiency

Load  50%

Load 100%

Efficiency (by Input Voltage)

82.7

4

80.4

79.1

-  

BC-10939

Note: Slanted line shows the range of the rated

         input voltage.

E
ff
ic

ie
n
c
y
  
[%

] 79.7

5.0

79.7

82.6

Load  50%

79.4

80.1

Input Voltage  [V]

-  

--

Load 100%

-  

73.2

-  

82.6

82.6

82.2

50

60

70

80

90

3 5 7 9 11
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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

- -

5V

MGS1R50505

Efficiency (by Load Current)

4.5V

81.8

82.8

82.0

77.5

80.782.6

82.6

78.7

5[V] 9[V]

Input Volt.Input Volt.

9V

67.8

Efficiency  [%]

0.00

Load

Current

4.5[V]

- 

80.8

78.20.12

- 

69.1

[A]

- 

- - 

BC-10939

- 

- 

- 

- 

- - 

- 

- - --

82.6

0.24

0.06

Input Volt.

80.7

5

--

--

Note: Slanted line shows the range of the rated

         load current.

Load Current [A]

--

E
ff
ic

ie
n
c
y
 [
%

]

0.30

0.33

0.18

80.4

70.0

- 

56.7

75.6

50

60

70

80

90

0.0 0.1 0.2 0.3 0.4
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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph  2.Values

Load  50%

Load 100%

- -6 BC-10939

-- - - 

Input Voltage  [V]

Note: Slanted line shows the range of the rated

         input voltage.

10.0 5.043 5.042

-- - - 

7.0 5.043 5.042

9.0 5.043 5.042

4.8 5.043 5.042

5.0 5.043 5.042

Load  100%

4.4 5.043 5.042

4.5 5.043 5.042

Line Regulation

+5V0.3A

Input Output Voltage

O
u
tp

u
t 
V

o
lt
a
g
e
 [
V

]

Voltage [V]

[V] Load  50%

MGS1R50505

4.8

4.9

5.0

5.1

5.2

5.3

3 5 7 9 11
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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

- -

Load Current  [A]

Note: Slanted line shows the range of the rated

         load current.

7 BC-10939

-- - - -

-- - - -

-- - - -

-- - - -

0.30 5.042 5.042 5.042

0.33 5.041 5.042 5.042

0.18 5.043 5.043 5.043

0.24 5.043 5.043 5.043

0.06 5.043 5.043 5.043

0.12 5.043 5.043 5.043

[A] 4.5[V] 5[V] 9[V]

O
u
tp

u
t 
V

o
lt
a
g
e
 [
V

]

Current Input Volt. Input Volt. Input Volt.

0.00 5.044 5.044 5.044

+5V0.3A

4.5V

5V

9V Load Output Voltage  [V]

MGS1R50505

Load Regulation

4.8

4.9

5.0

5.1

5.2

5.3

0.0 0.1 0.2 0.3 0.4
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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

Input Volt.

Cycle

 t1,t2 = 50 μｓ

Load Current

Min.Load (0A)←→

Load 100% (0.3A)

100 mV/div

Min.Load (0A)←→

Load 50% (0.15A)

100 mV/div

Load 50% (0.15A)←→

Load 100% (0.3A)

100 mV/div

- -8 BC-10939

MGS1R50505

100 μs/div 200 μs/div

ms

Dynamic Load Response

+5V0.3A

5 V

100 μs/div 200 μs/div

100 μs/div 200 μs/div

1000

t1 t2
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Model

  Temperature          25°C

Item   Testing Circuitry    Figure B

Object

 1.Graph  2.Values

Input Volt.

Input Volt.

Measured by 100 MHz Oscilloscope.

- -

-- - -

Load Current  [A]

Ripple Voltage is shown as p-p in the figure below.

Note: Slanted line shows the range of the rated

         load current.

9 BC-10939

-- - -

-- - -

0.33 50 50

-- - -

0.24 45 30

0.30 45 45

0.12 20 20

0.18 35 25

4.5 [V] 9 [V]

0.00 5 10

0.06 15 15

+5V0.3A

4.5V

9V Load Ripple Voltage [mV]

R
ip

p
le

 V
o
lt
a
g
e
  
[m

V
]

Current Input Volt. Input Volt.

[A]

MGS1R50505

Ripple Voltage (by Load Current)

0

50

100

150

200

250

300

350

400

0.0 0.1 0.2 0.3 0.4

Ripple [mVp-p]

Fig.Complex Ripple Wave Form
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Model

  Temperature          25°C

Item   Testing Circuitry    Figure B

Object

 1.Graph  2.Values

Input Volt.

Input Volt.

Measured by 100 MHz Oscilloscope.

- -

-- - -

Load Current  [A]

Ripple-Noise is shown as p-p in the figure below.

Note: Slanted line shows the range of the rated

         load current.

10 BC-10939

-- - -

-- - -

0.33 55 55

-- - -

0.24 50 35

0.30 50 50

0.12 30 25

0.18 40 30

4.5 [V] 9 [V]

0.00 10 10

0.06 20 20

+5V0.3A

4.5V

9V Load Ripple-Noise [mV]

R
ip

p
le

 V
o
lt
a
g
e
  
[m

V
]

Current Input Volt. Input Volt.

[A]

MGS1R50505

Ripple-Noise

0

50

100

150

200

250

300

350

400

0.0 0.1 0.2 0.3 0.4

Fig.Complex Ripple Noise Wave Form

Ripple Noise[mVp-p]
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Model

Item    Testing Circuitry    Figure B

Object

 1.Graph  2.Values

Load  50%

Load 100%

Input Volt. 5V

Measured by 100 MHz Oscilloscope.

- -

-- - -

    Ambient Temperature  [°C]

Note: Slanted line shows the range of the rated

         ambient temperature.

11 BC-10939

-- - -

-- - -

85 20 50

90 20 50

25 10 45

75 20 50

-20 20 50

0 10 45

-60 25 50

-40 25 50

Ripple Voltage (by Ambient Temp.)

+5V0.3A

Ambient Ripple Voltage

R
ip

p
le

 V
o
lt
a
g
e
  
[m

V
]

Temperature [mV]

[°C] Load  50% Load  100%

MGS1R50505

0

100

200

300

400

-60 -20 20 60 100
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Model

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

Load 100%

- -12 BC-10939

-- - - -

Ambient Temperature  [°C]

Note: Slanted line shows the range of the rated

         ambient temperature.

-- - - -

-- - - -

85 5.041 5.041 5.041

90 5.040 5.040 5.041

25 5.042 5.042 5.042

75 5.041 5.041 5.042

-20 5.029 5.030 5.030

0 5.036 5.036 5.036

5.011 5.012 5.012

-40 5.021 5.021 5.022

O
u
tp

u
t 
V

o
lt
a
g
e
 [
V

]

Temperature Input Volt. Input Volt. Input Volt.

[°C] 4.5[V] 5[V] 9[V]

-60

+5V0.3A

4.5V

5V

9V Ambient Output Voltage  [V]

MGS1R50505

Ambient Temperature Drift

4.8

4.9

5.0

5.1

5.2

5.3

-60 -20 20 60 100
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Model

Item    Testing Circuitry    Figure A

Object

 1.Output Voltage Accuracy

  This is defined as the value of the output voltage, regulation load, ambient temperature and 

  input voltage varied at random in the range as specified below.

-40   -   85°C

4.5   -   9V

0   -   0.3A

  * Output Voltage Accuracy = ±(Maximum of Output Voltage  - Minimum of Output Voltage) / 2 

  * Output Voltage Accuracy (Ratio)  = × 100

 2.Values

Maximum Voltage

Minimum Voltage

- -13 BC-10939

-40 4.5 0.3 5.021

75 9 0 5.043
±11 ±0.2

Output Voltage Accuracy

[°C]  Voltage[V] Current[A] Voltage[V] Value [mV] Ratio [%]

Input Voltage  ：

Load Current   ：

Item
Temperature  Input Output

MGS1R50505

Output Voltage Accuracy

+5V0.3A

Temperature    ：

Output Voltage Accuracy

Rated Output Voltage
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Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph  2.Values

Input Volt. 5V

Load 100%

 

- -

7.0 5.041

8.0 5.041

Time  [H]

14 BC-10939

4.0 5.041

5.0 5.041

6.0 5.041

1.0 5.042

2.0 5.042

3.0 5.041

Output

O
u
tp

u
t 
V

o
lt
a
g
e
 [
V

]

start Voltage

[H] [V]

0.0 5.041

0.5 5.042

MGS1R50505

Time Lapse Drift

+5V0.3A

Time since

4.8

4.9

5.0

5.1

5.2

5.3

0 2 4 6 8 10
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 1.Graph Input Volt.  2.Values
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Figure A

Figure Ｂ（Ripple and Ripple noise Characteristic）
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