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Model PCA300F-15

Temperature 25°C
Item Inrush Current (enlargement) Testing Circuitry A
Object

v—~l\ |
GND — ;04 )
oot ,_._J \-/ Input Voltage : 100V
Voltage Frequency : 50Hz
[100V/div] Load : 100%
Inrush
Current : 13.8A
Input ~ GND
Current
[5A/div] Time
[2ms/div]
‘ '\
; |
GND — IA \L / -
Input Ty /f Input Voltage : 230V
Voltage_ \__‘,r Frequency : 50Hz
[200V/div] Load : 100%
Inrush
Current : 30.8A
Input ~ GND
Current
[10A/div] Time
[2ms/div]
Inrush current
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4 100V <« 230V

Input Voltage :

230V < 100V

[400ms/div]
[400ms/div]

Input Voltage
Frequency : 50Hz

Time
Time

25°C

IIIIIIIIIIIIIIii Fl‘equenCy :SOHZ
Load :100%
i Load :100%

Testing Circuitry A

Temperature

W L
LT TR ol el
S S S B S
|
A
el el L IRTR TR

Dynamic Line Regulation

PCA300F-15

Model
Item
Object
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GND
GND

Output
Voltage
[50mV/div]
[200V/div]
Output
Voltage
[50mV/div]

p

[

Input GND
Voltage
[200V/div]
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Model PCA300F-15
Temperature 25°C
ltem Hiccup cycle (by Overcurrent Protection) Testing Circuitry A
Object Load : Short
Input Voltage : 100V
Short-circuit
Output current : 29.6A
Current
[A/div] ON Time : 254ms
Hiccup mode
time : 1059ms
GND
Time
[400ms/div]
Input Voltage : 230V
Short-circuit
Output current : 29.6A
Current
[5A/div] ON Time : 254ms
Hiccup mode
time : 1059ms
GND

Short-circuit
current

Time
[400ms/div]

ON Time

<>

<

Hiccup mode
period
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Model PCA300F-15
Temperature 25°C
Item Input voltage - Power consumption Testing Circuitry -
Obiject Load :0%
1.Graph 2.Values
Input voltage Power consumption
10.00 V] [W]
85 7.68
';‘ 8.00 £ 100 8.09
E \E’\EH—E 115 8.14
‘g_ 6.00 200 6.64
2 230 6.43
§ 400 264 6.28
3]
3
g 200
0.00
50 100 150 200 250 300

Reducing standby power is possible by OFF signal
of the remote control.

Input Voltage [V]
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A

]

Relay Unit

Figure A

VY

DVM

A 4

Data Acquisition/Control Unit
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