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PRODUCTS

CLASS 5311 03 - POWER SUPPLIES - Component Type

Component type power supplies for use with Information Processing and Business Equipment
where the suitability of the combination is determined by the CSA International.

Mode] Level Input Quiput
PMC100E-1 3 100-120 / 200-240Vac, 50-60Hz, 2.7 / 1. 3A +5Vde, 1. 5-13A; +12Vde, 2A;
PMC100E-1-] -12Vde, 1A

PMC100E-2 3 100-120 / 200-240Vac. 50-60Hz, 2.7 / 1.3A  +5Vdc, 1. 5-13A; +15Vde, 1. 5A;
PMC100E-2-] -15Vde, 1A

PMC100E-4 3 100-120 / 200-240Vac, 50-60Hz, 2.7 / 1.3A  +5Vdc. 1. 5-8A: +12Vdc. 4A;
PMC100E-4-] -12Vde. 1A

Note: Suffix "J" denotes Certified AC input connector (CN1) is utilized in lieu of terminal block.
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APPLICABLE REQUIREMENTS

CAN/CSA-C22.2 No 0-M91 - General Requirements - Canadian Electrical Code, Part 11
CAN/CSA-C22.2 No 0.4-04 - Bonding of Electrical Equipment

CSA Electrical Bulletin 1402C -  Requirements for Component Type Power Supplies
Intended for use with Information Processing and Business Equipment
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