
25 degreeC
40 %RH

Line conduction  &  Radiated emission H.Kitamura
Test EMI Humid.

Tested by

25-May-11

Model SPLFA75F-24 Temp.
DATA SHEET Date

1/2

Frequency
MHz

Line
Phas

Factor
dB

Pass/
Fail

Remark

QP AV QP AV QP AV QP AV
0.18686 VB 39.9 27.4 10.2 50.1 37.6 64.2 54.2 14.1 16.6 Pass
11.1407 VB 20.1 19.2 10.4 30.5 29.6 60 50 29.5 20.4 Pass

29.22115 VA 26.9 23.7 11 37.9 34.7 60 50 22.1 15.3 Pass

Reading
dB(uV)

Level
dB(uV)

Limit
dB(uV)

Margin
dB

COSEL CO.,LTD.
EMC Site

14 May,2011 13:59<<雑音端子電圧測定>>

限度値 : ITE; VCCI Class Bモデル : SPLFA75F-24
シリアル番号 : 
オペレータ : KITAMURA
AC電源 : AC Single-Phase 60Hz 100V
温度、湿度 : 25℃、40%

備考1 : 線路側
備考2 : 
備考3 : 
備考4 : 
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<VCCI B>
Limit (QP)
Limit (AV)

<splfa75f-2420110514>
レンジ (VA,PK)
レンジ (VB,PK)
妨害波候補(VA)
妨害波候補(VB)
妨害レベル-QP(VA)
妨害レベル-AV(VA)
妨害レベル-QP(VB)
妨害レベル-AV(VB)

COSEL CO.,LTD.
EMC Site

19 May,2010 13:27<<雑音電界強度測定>>

限度値 : VCCI Class A 3mモデル : SPLFA75F-24
シリアル番号 : 
オペレータ : KITAMURA
AC電源 : AC Single-Phase 60Hz 100V
温度、湿度 : 25℃、45%

備考１ : 新館側
備考２ : 
備考３ : 
備考４ : 
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<SPLFA75F2420110519>
Horizontal(PK)
Vertical(PK)
Horizontal(QP)
Vertical(QP)
Horizontal(QP)
Vertical(QP)

Frequency
MHz

Polari
zation

Reading
dB(uV)

Space
Loss
dB

Level
dB(mW)

Limit
dB(mW)

Margin
dB

Pass/
Fail

Height
cm

Angle
deg

Remark

QP QP QP QP
45.61 V 49.4 -21.7 27.7 50 22.3 Pass 101 214
60.45 V 61 -25.7 35.3 50 14.7 Pass 101 269
61.08 H 58 -25.7 32.3 50 17.7 Pass 159 96

参考資料



25 degreeC
40 %RH

Line conduction  &  Radiated emission

1. Line conduction

2. Radiated emission

Humid.
Tested by H.Kitamura

Model Circuit used for measurement Temp.
DATA SHEET Date 25-May-11

Test EMI
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