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MHz dB(uV) dB(uV) dB
QP AV QP AV QP AV
0.181|L1 59.5 59.3 79 66 19.5 6.7|Pass
11.588|L1 46.6 45.8 73 60 26.4 14.2|Pass
0.181|N 59.4 59.3 79 66 19.6 6.7|Pass
12.128|N 47 46.2 73 60 26 13.8|Pass
COSEL CO.,L.TD. CCRADIATED EMISSION>> 22 May,2021 16:30
EMC Site 1D
Model : STMGES804815 Limit : ENSG5032:2012 Class A 3m
Seaerial No. H Remark 1 : lo=100%
Tested by LS. Yokoi Remark?2 :
Power Supply : DC A8V Remark3
Temp,/Humid 259 /40% Remark4

[dB3C 0 V/m)]
50

b - <ENBBO32 A 3
E i
70 : <STMGITSE0. g
50 f ——— V,
ERR
1o | :
3:-; 5‘3 100 5.‘3 1000
Frequenc MHz]
Frequency |Polarization |Stability [Lewvel Limit Margin Pass/Fail [Height |Angle [Remark
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QP QP QP
41.728|V Stable 45.6 50 4.4|Pass 100.2 0
41.729(H Stable 32.3 50 17.7|Pass 198.5|] 42.1

1/3




CO$EL
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Model Circuit used for measurement Temp. 25 degreeC
Test EMI Humid. 40 %RH
Line conduction & Radiated emission Tested by S.Yokoi

1. Line conduction
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2. Radiated emission

Alminum plate N €

Radio wave absorption material \

Turn table Line input

Bilog antenna
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Conditions
Test : EMI
Model Name: STMGFS80 ]

OPhotographs of Test Set-Up
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Fig.1 Testing circuitry

X Ci : External capacitor on the input side when LINE CONDUCTION

Ci : STMGFS8024000 220uF
STMGFS8048010 120uF
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