CO$EL

SEEH

DATA SHEET Date 26-Feb—15
Model TUHS15F24 Temp. 25 degreeC
EMI Humid. 40 %RH
Test . . . . ; ;
Line conduction & Radiated emission Tested by S.Minamide
COSEL. CO.,IL.TD. ‘ <<LINE CONDUCTIONZ>> 22 January,2015 10:10
EMC Site
Model : TUHS15F24 I.imit : EN 55022/87 (UTE) Class B
Serial No. H Comment1 1 lo=100%
Tested by : S.Minamide Comment2 H
Power supply AC Single—Phase 50Hz 230V Comment3
Temp. Humid 1 25°C , 10% Comment4
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Frequency Line Reading Factor |Lewel Limit Margin Pass/
H R k
MHz M phase |dB(uV) dB(1/m) |dB(mWw) dB(MW) dB Fail |~omar
QP AV QP AV QP AV QP  [Av
0.15466 VB 39.1] 22.2 20.3 50.4] 425 65.7] 55.7] 6.3 13.2[Pass
0.15677 VA 37.7] 19 20.3 58]  39.3 65.6] 556 7.6] 16.3[Pass
0.30207 VA 28.3] 14.6 20.2 485 348 60.2] 502 11.7] 15.4|Pass
0.30606 VB 298] 21.4 20.1 499 415 60.1] 50.1] 10.2] 8.6[Pass
0.4634 VB 27.8] 203 20.1 479 404 56.6] 46.6] 8.7 6.2[Pass
0.46508 VA 285 19.7 20.1 486 398 56.6] 46.6 8] 6.8[Pass
0.61305 VB 22.7] 15.4 20.2 429 356 56 46| 13.1] 10.4[Pass
0.62092 VA 24.2] 145 20.2 444 347 56 46] 11.6] 11.3|Pass
1.23931 VA 26.7] 17.3 20.2 469 375 56 46] 9.1 8.5|Pass
1.23634 VB 20.2| 19.4 20.2 49.4] 39.6 56 46| 6.6/ 6.4|Pass
2.78375 VB 24.6] 105 20.4 45/ 30.9 56 46 11]  15.1|Pass
2.78398 VA 26.5 9 20.4 46.9] 294 56 46] 9.1 16.6|Pass
Ik( )Z(\;l’l CO.LL.TD. <C<RADIATED EMISSION>> 20 January,2015 13:06
Model D TUHS15F24 L.imit 1 EN 55022/87(TE) Class B
Serial No. Comment2 H
T ted by : S.Minamide Comment3
Power Supply : AC Single Phase 5011z 230V Comment4
Comment1 1 1o=100% Comment5
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Frequency [Polariz |Stabilit Reading Factor Level Limit Margin Pass/ Remark
MHz ation |y dBuv) |dB(1/m) | dB(uV/m) dB(uV/m) dB Fail
QP QP QP QP
54.713 \Y Stable 56.2 -23.9 32.3 40 7.7 Pass
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CO$EL

DATA SHEET Date 26-Feb—15
Model Circuit used for measurement Temp. 25 degreeC
EMI Humid. 40 %RH
Test ) ; ) . ; ;
Line conduction & Radiated emission Tested by S.Minamide
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CO$EL

Conditions

Test: EMI
Model Name: TUHS15FC1

O Photographs of Test Set-Up

LINE CONDUCTION RADIATED EMISSION

O Test circuit

F1

AC 2A

K1
N s TUHS15F Load
W P AC2 ~vour o—1
+BC -BC
Cl | 68 uF
F1: SLT250V2A (Nippon Seisen) 2A
R1: CW3CJ (KOA) 10Q

SK1: S10K385E2K1 (TDK EPCOS)

Fig.1 Testing circuitry

- 3/3 -




